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Holder of Certificate: KOMPAN A/S
C.F. Tietgens Boulevard 32C
5220 Odense SØ
DENMARK

Certification Mark:

 

Product: Combination playing construction

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the testing and certification regulations of TÜV SÜD Group have to be complied. For 
details see: www.tuvsud.com/ps-cert

Test report no.: 713205773-57

Valid until: 2027-01-05

Date, 2022-01-10

( Tobias Hofmann )
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Model(s): KPL40311, KPL40312, KPL40511, KPL40512, 
KPL51911, KPL51912, KPL52011, KPL52012, 
KPL101211, KPL101212, KPL101311, KPL101312, 
KPL101411, KPL101412, KPL101611, KPL101612, 
KPL101711, KPL101712, KPL101911, KPL101912, 
KPL201111, KPL201112, KPL201211, KPL201212, 
KPL201311, KPL201312, KPL201511, KPL201512, 
KPL300911, KPL300912, KPL301011, KPL301012, 
KPL400511, KPL400512, KPL400611, KPL400612, 
KPL500111, KPL500112, KPL700111, KPL700112

Parameters:

Platform modules 660 x 660 mm, 860 x 860 mm or 1082 x 1082 mm.
Posts 75 x 75 mm or 95 x 95 mm in pressure impregnated 
pine or extruded aluminium.
All posts have galvanized steel footings in ground.
Platform decks in HPL or coated plywood.
Side panels: 19 mm HDPE
Roofs in rotomolded LDPE.
Balcony in galvanized and powder coated steel.
Cross bars with Ø48.3 x 4 mm.
Slides in LDPE moulded slide or stainless steel slide.

Tested 
according to:

DIN EN 1176-1:2017
DIN EN 1176-2:2017
DIN EN 1176-3:2017
EN 1176-1:2017
EN 1176-2:2017
EN 1176-3:2017


