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Holder of Certificate: KOMPAN A/S
C.F. Tietgens Boulevard 32C
5220 Odense SØ
DENMARK

Certification Mark:

 

Product: Playground equipment

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the testing and certification regulations of TÜV SÜD Group have to be complied. For 
details see: www.tuvsud.com/ps-cert

Test report no.: 713205773-59

Valid until: 2027-01-05

Date, 2022-01-11

( Tobias Hofmann )
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Model(s): PCM000110, PCM000210, PCM000310, PCM000410,
PCM000510, PCM000608, PCM000708, PCM000808, 
PCM000908, PCM001008, PCM001108, PCM001208, 
PCM001308, PCM001408, PCM001508, PCM701,  
PCM702, PCM703, PCM704, PCM801, PCM802,  
PCM803, PCM002900, PCM804, PCM805

Parameters:

Metal posts are pre-galvanized and powder coated: 
Ø101.6 x 2.5 mm.
Wood posts of impregnated pine: Ø100 mm.
Floors and platforms: 10 mm HPL or injection moulded PP 
with aluminum support frame.
Side panels and roofs: 19 mm HDPE.
Climbing net: 16 mm PP.
Guardrails and pipe ladders: Ø38 x 2 mm. 
Crossbar for net: Ø48 x 4 mm.

PCM701, PCM702, PCM703, PCM704:
Items, consist of couches with a moveable head side,
benches with or without roof in different combinations.
PCM801, PCM802, PCM803:
High bars in single, double and three areas in different heights.

PCM805 
Metal posts: Ø101.6 x 2.5 HDG and powder coated steel tube.
Rope items: PA type rope with reinforcement of HDG steel wire.
Rope connectors. PA / PA with glasfiber reinforcement.
Other metal parts of HDG or Stainless Steel.

Tested 
according to:

DIN EN 1176-1:2017
EN 1176-1:2017


